
 

 

Ultrasonic Homogenizer JY-IIN Series 

Graphene Power Adjustable LCD Display Ultrasonic Processor 
Widely used in the field such as biology, chemistry, microbiology, pharmacology, physics, 
zoology, agronomy, medical science, pharmacy for teaching, scientific research and production. 

 

   

Ultrasonic Homogenizer JY-IIN Series Specifications 
Model Scientz-JY96-IIIN Scientz-JY88-IIN Scientz-JY92-IIN Scientz-JY92-IIN 

Frequency 20-25 KHz 20-25 KHz 20-25 KHz 20-25 KHz 
Display LCD LCD LCD LCD 

Adjustable power range 150 W（5%-99%） 350 W（5%-99%） 650 W（1%-99%） 900 W（1%-99%） 
Accompany Tip 6 mm 6 mm 6 mm 6 mm 

Optional Tip 3 mm 3 mm 2,3,10,12,15 mm 2,3,10,12,15 mm 
Processing Volume 10-100 mL 10-200 mL 0.5-500 mL 0.5-600 mL 

Duty Ratio 1-99% 1-99% 1-99% 0.1-99.9% 
Temperature Alarm No No No 0.1-99°C 

Alarm Time, overload Time, overload Time, overload 
Time, temperature, 

overload 
Power Supply 220/110V 50Hz/60Hz 220/110V 50Hz/60Hz 220/110V 50Hz/60Hz 220/110V 50Hz/60Hz 

size 430*255*300（mm） 430*255*300（mm） 430*255*300（mm） 430*255*300（mm） 

Net Weight 9.3 Kg 9.8 Kg 14 Kg 14.2 Kg 

The size of Sound Abating Chamber 345*340*570（mm） 345*340*570（mm） 345*340*570（mm） 345*340*570（mm） 

 


